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panel (1) and terminal portions which are provided individu-
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1
CONNECTOR STRUCTURE

TECHNICAL FIELD

The present invention relates to a connector structure for
use with an electric wire which connects together electric
components mounted in a vehicle such as a motor vehicle or
the like and more particularly to a connector structure which
runs through holes penetrating a floor panel to connect an
electric motor and a power supply unit together.

BACKGROUND ART

A vehicle such as an electric vehicle which is driven by
using an electric motor or a hybrid electric vehicle which is
driven by using an engine and an electric motor in parallel, is
driven by supplying electric power from a power supply unit
mounted in the vehicle to an electric motor. For example, in a
hybrid electric vehicle, an engine, an electric motor, an
inverter and the like are mounted in an engine compartment,
while a power supply unit (a battery unit) which supplies
electric power to the electric motor, an electrical joint box (a
junction box) and the like are mounted in a passenger com-
partment. The electric motor and the inverter are connected
together by a conductor cable such as a motor cable, and the
inverter and the power supply unit are connected together by
a conductor wire such as a wire harness (refer to Patent
Literature 1). The wire harness is routed under (a road surface
side of) a floor panel which makes up a bottom portion of the
passenger compartment and is drawn into the passenger com-
partment via a through hole formed in the floor panel. Then,
a connector provided at a passenger compartment side end
portion of the wire harness and a connector connected to an
electrical joint box which is disposed adjacent to the power
supply unit are fitted together, whereby the electric motor and
the power supply unit can electrically be connected to each
other.

In the case of the connecting form described above, the
electric motor and the power supply unit need to be electrical
connected via the wire harness which runs through the
through holes in the floor panel. In this connecting form, the
connecting procedure and the control of the connecting work
tend to become complex and troublesome, and various coun-
termeasures have conventionally been taken to cope there-
with. In the connector structure disclosed in Patent Literature
1, in order to absorb an assembling error between the wire
harness side connector and the electrical joint box side con-
nector, specifically, a positional deviation between connec-
tion terminals in both the connectors, a space is formed in a
terminal accommodating compartment of the electric joint
box side connector so that the connection terminals therein
can move within a predetermined range, whereby the connec-
tion terminals in the terminal accommodating compartment
can move to follow the connection terminals positioned in the
wire harness side connector. Doing this obviates the necessity
of electrical connection work of adjusting the routing of the
wire harness drawn into the passenger compartment through
the through hole within the passenger compartment. In this
way, the problematic complexity and troublesomeness
involved in the connecting procedure and the control of the
connecting work are attempted to be solved.

PRIOR ART LITERATURE
Patent Literature

Patent Literature 1: JP-A-2012-79413
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2
SUMMARY OF THE INVENTION

Problem that the Invention is to Solve

Incidentally, in the connector structure disclosed in Patent
Literature 1, a high-voltage circuit is formed between the
electric motor and the power supply unit. Consequently, in
order to ensure the safety of a working person in providing a
mechanical inspection or maintenance of a vehicle or per-
forming rescue work, it is necessary to provide separately a
service plug (a circuit opening/closing device) in the electri-
cal joint box or the power supply unit. With this service plug,
the high-voltage circuit is opened to shut off the circuit cur-
rent, and thereafter, the opened circuit is closed again to cause
the circuit current to flow through the circuit.

The invention has been made in view of the situations
described above, and a problem that the invention is to solve
is how to realize an improvement in efficiency and safety of
electrical connection work for pieces of electrical equipment
via a through hole opened in a floor panel, while realizing a
reduction in the number of parts involved.

Means for Solving the Problem

With a view to solving the problem, according to an aspect
of the invention, there is provided a connector structure in
which a pair of connectors are assembled to an opening which
penetrates a floor panel in a passenger compartment from
both sides of the floor panel, and terminal portions which are
provided individually in the connectors which are fitted
together are electrically connected, the connector structure
comprising: a first connector including a first terminal portion
which is led through the opening in the floor panel to project
into the passenger compartment; a second connector includ-
ing a second terminal portion which is positioned opposite to
the first terminal portion in a state that the second connector is
fitted to the first connector across the floor panel, and an
opening portion through which the first terminal portion and
the second terminal portion are exposed to an exterior; and a
contact member which is detachably installed in the opening
portion to be brought into contact with the first terminal
portion and the second terminal portion for establishing an
electric connection between the first terminal portion and the
second terminal portion.

According to this connector structure, an electric conduct-
ing state can easily be provided between the first terminal
portion and the second terminal portion by fitting the first
connector and the second connector together and installing
the contact member in the opening portion. As a result of this,
it is possible to realize an improvement in efficiency of the
connection work of electrically connecting the first terminal
portion and the second terminal portion via the opening in the
floor panel. Additionally, the electric conducting state pro-
vided between the first terminal portion and the second ter-
minal portion can be shut off by pulling (removing) the con-
tact member out of (from) the opening portion. Namely, the
contact member can function as a so-called service plug (a
circuit opening/closing device). This obviates the necessity of
providing a service plug separately in an electrical joint box
or a power supply unit, thereby making it possible to realize a
reduction in the number of parts involved.

Additionally, as another mode of the invention, the contact
member includes a first flexible arm portion which is brought
into contact with the first terminal portion and a second flex-
ible arm portion which is brought into contact with the second
terminal portion, and the first flexible arm portion and the
second flexible arm portion, which are elastically deflected to
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be deformed, hold the first terminal portion and the second
terminal portion therebetween.

Advantage of the Invention

According to the invention, it is possible to realize an
improvement in efficiency and safety of electrical connection
work for pieces of electrical equipment (as examples, an
electric motor and a power supply unit) via the through hole
opened in the floor panel, while realizing a reduction in the
number of parts involved.

BRIEF DESCRIPTION OF DRAWINGS

FIGS. 1A and 1B are views showing an overall configura-
tion of a connector structure according to an embodiment of
the invention, of which FIG. 1A is an exploded perspective
view of the connector structure which is disassembled to
constituent members, and FIG. 1B is an overall perspective
view showing a state in which the constituent members are
assembled together.

FIG. 2 is a perspective view showing one connector (a first
connector) which is one of the constituent members of the
connector structure.

FIGS. 3 A and 3B are views showing the other connector (a
second connector) which is another of the constituent mem-
bers of the connector structure, of which FIG. 3A is a per-
spective view showing the other connector, and 3B is a hori-
zontal sectional view of a portion indicated by arrows A31 in
FIG. 3A as seen from a direction indicated by the arrows.

FIG. 4 is a perspective view, partially vertically sectioned
in relation to a front-to-rear direction, showing the state
resulting before the first connector and the second connector
are fitted together.

FIG. 5 is a vertical sectional view showing the state result-
ing before the first connector and the second connector are
fitted together from a direction indicated by an arrow A4 in
FIG. 4.

FIG. 6 is a perspective view, partially vertically sectioned
in relation to the front-to-rear direction, showing a state
resulting after the first connector and the second connector
are fitted together but before a contact member (a contact
securing plug) is fitted in an opening portion.

FIGS. 7A and 7B are views showing the state resulting
after the first connector and the second connector are fitted
together, of which FIG. 7A is a vertical sectional view show-
ing the state resulting before the contact securing plug is fitted
in the opening portion as seen from a direction indicated by an
arrow A6 in FIG. 6, and FIG. 7B is an enlarged view of an
encircled portion in FIG. 7A.

FIG. 8 is a perspective view, partially vertically sectioned
along the front-to-rear direction, showing a state resulting
after the contact securing plug is fitted in the opening portion.

FIGS. 9A and 9B are views showing the state resulting
after the contact securing plug is fitted in the opening portion,
of which FIG. 9A is a vertical sectional view as seen from a
direction indicated by an arrow A8 in FIG. 8, and FIG. 9B is
an enlarged view of an encircled portion in FIG. 9A.

MODE FOR CARRYING OUT THE INVENTION

Hereinafter, referring to the accompanying drawings, a
connector structure of the invention will be described. A
connector structure according to the invention is such that a
pair of connectors are assembled to an opening which pen-
etrates a floor panel of a passenger compartment from both
sides of the floor panel to be fitted together, so that terminal
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portions which are provided individually in both the connec-
tors fitted together are electrically connected to each other.
The pair of connectors make up part of an electric circuit
which connects electrically pieces of electrical equipment
(electric devices mounted in a vehicle such as a motor
vehicle) which are connected individually to the connectors.
An electric motor which is mounted in an electric vehicle or
a hybrid electric vehicle and a power supply unit (a battery
unit) which supplies electric power to the electric motor can
be raised as examples of the electrical equipment. For
example, in the case of the hybrid electric vehicle, the electric
motor is mounted in an engine compartment together with an
engine and an inverter, and the power supply unit is mounted
at an exterior of the engine compartment (a rear portion of the
vehicle, a bottom portion of the vehicle, a passenger compart-
ment, and the like) together with an electrical joint box (a
junction box). Then, a connector connected to the electric
motor and a connector connected to the power supply unit are
assembled to an opening which penetrates a floor panel of a
passenger compartment (a sheet metal member which makes
up a bottom portion of the passenger compartment) from both
sides of the floor panel to be fitted together, so that terminal
portions which are installed in both the connectors fitted
together are electrically connected to each other.

FIGS. 1A and 1B show an overall configuration of a con-
nector structure according to an embodiment of the invention.
FIGS. 1A and 1B are perspective views showing the whole of
the connector structure. FIG. 1A is an exploded perspective
view showing constituent members of the connector structure
which are disassembled, and FIG. 2B is an overall perspective
view showing a state in which the constituent members shown
in FIG. 1 are assembled together. FIG. 2 is a perspective view
showing one connector (a first connector) which is one of the
constituent members of the connector structure. FIGS. 3A
and 3B are views showing the other connector (a second
connector) which is another of the constituent members of the
connector structure, of which FIG. 3A is a perspective view
showing the other connector, and FIG. 3B is a horizontal
sectional view of a portion indicated by arrows A31 in FIG.
3A as seen from a direction indicated by the arrows. In the
following description, a direction indicated by an arrow A1l
in FIG. 1A will be referred to as a front-to-rear direction, a
direction indicated by an arrow A12 in the same figure will be
referred to as a left-to-right direction, and a direction indi-
cated by an arrow A13 in the same figure will be referred to as
a top-to-bottom direction. In the front-to-rear direction and
the left-to-right direction, a side which lies closer to the center
of'an opening in the floor panel will be referred to as an inner
side, and a side which lies farther away from the center of the
opening will be referred to as an outer side. In the top-to-
bottom direction, unless otherwise described, an upper side of
each figure (corresponding to a passenger compartment side)
will be referred to as an upper side, and a lower side thereof
(corresponding to a road surface side) will be referred to as a
lower side. However, these front-to-rear direction, left-to-
right direction and top-to-bottom direction may not necessar-
ily coincide with the corresponding directions in such a state
that the connector structure is actually mounted on the vehicle
(for example, a front-to-rear or longitudinal direction, a left-
to-right or transverse direction and a top-to-bottom or vertical
direction of the vehicle).

The connector structure of this embodiment includes a first
connector 2 which includes, in turn, a first terminal portion 20
which is led through an opening 11 (refer to FIG. 4) in a floor
panel 1 to project into a passenger compartment (correspond-
ing to the upper side in the top-to-bottom direction in FIGS.
1A and 1B) and a second connector 3 which includes, in turn,
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a second terminal portion 30 which is positioned so as to face
the first terminal portion 20 in such a state that the second
connector 3 is fitted to the first connector 2 while holding the
floor pane 1 therebetween. A flat portion (hereinafter, referred
to as a connector assembling portion) which extends parallel
to a plane defined by the front-to-rear direction and the left-
to-right direction is provided on the floor panel 1. Then, the
opening (in other words, a through hole) 11 is formed so as to
penetrate the connector assembling portion 12 in the top-to-
bottom direction. As shown in FIGS. 4 and 5, the first con-
nector 2 which is positioned on a lower side (a road surface
side) and the second connector 3 which is positioned on an
upper side (a passenger compartment side) of the connector
assembling portion 12 in relation to the top-to-bottom direc-
tion are positioned so that they assembled together in the
top-to-bottom direction at the opening 11 so as to be fitted
together, whereby the first terminal portion 20 and the second
terminal portion 30 are connected to each other to establish a
conducting state. FIG. 4 is a perspective vie partially verti-
cally sectioned inrelation to the front-to-rear direction, show-
ing the state resulting before the first connector 2 and the
second connector 3 are fitted together. Additionally, FIG. 5 is
avertical sectional view showing the state resulting before the
first connector 2 and the second connector 3 are fitted together
from a direction indicated by an arrow A4 in FIG. 4.

The first connector 2 is provided at a distal end side (here-
inafter, referred to as an end portion) 4a of a conductor wire
(hereinafter, referred to as an underfloor conductor wire) 4
which is routed substantially parallel along the connector
assembling portion 12 on a lower side (a road surface side) of
the floor panel 1 in relation to the top-to-bottom direction. A
proximal end side (an opposite side to the end portion 4a) of
the underfloor conductor wire 4 is connected to an inverter
(not shown), and the inverter is connected to an electric motor
(not shown) via a conductor wire (hereinafter, referred to as a
motor cable) which is routed within an engine compartment,
not shown. This allows the first connector 2 to be connected to
the electric motor via the underfloor conductor wire 4, the
inverter and the motor cable sequentially in that order. The
underfloor conductor wire 4 is let out of the engine compart-
ment and is routed on the lower side of the floor panel 1
between the floor panel 1 and a road surface, and therefore,
the underfloor conductor wire 4 is constructed to reduce its
thickness or height so as to ensure a certain distance from the
road surface. Additionally, the underfloor conductor wire 4 is
configured as a so-called coaxial electric wire which includes
an inner conductor 41 which is covered by an inner insulator
42 and an outer conductor 43 which surrounds an outer cir-
cumference of the inner insulator 42 and which is covered by
an outer insulator 44 concentrically with the inner conductor
41. The inner conductor 42 and the outer conductor 43 can
take an arbitrary form. For example, it can be assumed that the
inner conductor 41 is made up of a twisted wire and the outer
conductor 43 is made up of a braided wire or a foil. Addition-
ally, the inner insulator 42 and the outer insulator 44 may be
made of an insulation material (for example, a resin material
such as polyethylene, vinyl chloride, silicon or the like).

In this embodiment, the first connector 2 includes the first
terminal portion 20, a first holding portion 23, a first connec-
tor housing 24, a shielding shell 25, a seal member 26, and a
connector fitting portion 27.

The first terminal portion 20 includes two first terminal
constituent members 21, 22 which are paired with each other,
and the first terminal constituent members 21, 22 have,
respectively, first terminal proximal end portions 21a, 22a
which are connected to the end portion 4a of the undertloor
conductor wire 4 and first terminal distal end portions 215,
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6

22b which project from the opening 11 in the floor panel 1
into the passenger compartment. The first terminal proximal
end portion 214 of the first terminal constituent member 21
extends into a flat plate-like shape along the end portion 4a of
the underfloor conductor wire 4 and is joined to an outer
circumferential portion of the inner conductor 41 from which
the outer insulator 44, the outer conductor 43 and the inner
insulator 42 are stripped off at the end portion 4a for electrical
connection with the inner conductor 41. Additionally, the first
terminal distal end portion 215 of the first terminal constitu-
ent member 21 continues to an end portion of the first terminal
proximal end portion 21a and is bent from the end portion
substantially perpendicularly to the upper side (the passenger
compartment side) in the top-to-bottom direction to extend
into a flat plate-like shape. In contrast with this, the first
terminal proximal end portion 22a of the other first terminal
constituent member 22 extends into a tubular shape along the
end portion 4a of the underfloor conductor wire 4 and is
joined to an outer circumferential portion of the outer con-
ductor 43 from which only the outer insulator 44 is stripped
off at the end portion 4a for electrical connection with the
outer conductor 43. Additionally, the first terminal distal end
portion 2254 of the first terminal constituent member 22 con-
tinues to an end portion of the first terminal proximal end
portion 22a and is bent from the end portion substantially
perpendicularly to the upper side (the passenger compartment
side) in the top-to-bottom direction to extend in a flat plate-
like shape. These first terminal constituent member 21 and
first terminal constituent member 22 are disposed so that their
first terminal distal end portions 215, 225 face each other and
their first terminal proximal end portions 21a, 22a extend in
opposite directions in the front-to-rear direction, making up
the first terminal portion 20. As this occurs, the first terminal
constituent member 21 and the first terminal constituent
member 22 are positioned and oriented individually in such a
way that the first terminal proximal end portion 21a extends
from the end portion where it continues to the first terminal
distal end portion 215 towards the rear (the end portion 4a of
the underfloor conductor wire 4) in the front-to-rear direction
and the first terminal proximal end portion 224 extends from
the end portion where it continues to the first terminal distal
end portion 225 towards the front (a proximal end side of the
underfloor conductor wire 4) in the front-to-rear direction.

In this embodiment, the first terminal constituent members
21, 22 are configured as a bus module. For example, the first
terminal constituent members 21, 22 can be made by routing
a bus bar which is made by punching or bending a metallic
sheet material having electric conductivity on an insulated
substrate. As this occurs, the first terminal constituent mem-
bers 21, 22 should be formed so that the first terminal proxi-
mal end portions 21a, 22a and the first terminal distal end
portions 215, 225 are integrated with each other. However, the
first terminal proximal end portion and the first terminal distal
end portion can be configured as separate elements. Addition-
ally, the first terminal distal end portions 215, 225 should be
caused to extend from the first terminal proximal end portions
21a, 22a, respectively, so that they are substantially as tall as
each other (a dimension in relation to the top-to-bottom direc-
tion).

The first holding portion 23 has an end holding portion 23«
which positions and holds the end portion 4a of the underfloor
conductor wire 4 relative to the first connector housing 24 and
aterminal holding portion 235 which positions and holds the
first terminal portion 20 (the first terminal constituent mem-
bers 21, 22) relative to the end portion 4a. The end portion 4a
of the underfloor conductor wire 4 and the first terminal
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portion 20 are positioned and held in the first connector 2 by
these end holding portion 23« and terminal holding portion
23b.

The first connector housing 24 is formed of an insulation
material (for example, a resin material such as polyethylene,
vinyl chloride, silicon or the like) and is configured as a
housing member which accommodates the end portion 4a of
the underfloor conductor wire 4 and the first terminal portion
20 (the first terminal constituent members 21, 22). Specifi-
cally, the first connector housing 24 is configured so as not
only to accommodate and position the end portion 4a of the
underfloor conductor wire 4 which is held by the end holding
portion 23a of the first holding portion 23 but also to accom-
modate the first terminal proximal end portions 21a, 22a of
the first terminal constituent members 21, 22 which are posi-
tioned and held by the terminal holding portion 235 of the first
holding portion 23 relative to the end portion 4a. The first
terminal distal end portions 215, 225 of the first terminal
constituent members 21, extend further towards the upper
side (the passenger compartment side) than the first connector
housing 24 in the top-to-bottom direction. In this way, the first
connector 2 is configured as a substantially [.-shaped connec-
tor in appearance (an L-connector) as a result of the first
connector housing 24 accommodating the end portion 4a of
the underfloor conductor wire 4 and the first terminal portion
20 (the first terminal constituent members 21, 22).

The shielding shell 25 has a floor panel fixing portion 254
which fixes the first connector 2 to the floor panel 1 and a
braided wire connecting portion 256 which connects with a
braided wire at the end portion 4a of the underfloor conductor
wire 4. The floor panel fixing portion 25a extends so as to
surround the first terminal distal end portions 215, 225 of the
first terminal portion 20 along the plane defined by the front-
to-rear direction and the left-to-right direction. In other
words, the first terminal distal end portions 215, 225 extend
towards the upper side (the passenger compartment side) in
the top-to-bottom direction beyond the floor fixing portion
25a. Additionally, a hole 25¢ is opened in the floor panel
fixing portion 25q, and a fixing member to the floor panel is
passed through this hole 25¢. In this embodiment, a bolt 13 is
provided with which the first connector 2 is fixed to the
connector assembling portion 12 on the floor panel 1. Thus,
the bolt 13 is passed through the hole 25¢ in the floor panel
fixing portion 25a to be tightened by a nut 14, whereby the
floor panel fixing portion 25q is fixedly fastened to the con-
nector assembling portion 12. This enables the first connector
2 which is fitted in the second connector 3 to be assembled to
the floor panel 1 (the fitting of the first connector 2 and the
second connector 3 will be described later). The braided wire
connecting portion 255 is formed into a stepped substantially
tubular shape so that the braided wire connecting portion 256
is placed externally on the floor panel fixing portion 25a and
is also placed externally on the first holding portion 23 (the
end holding portion 23a and the terminal holding portion
23b). Then, a fixing ring 254 is fitted on a braided wire of the
underfloor conductor wire 4 which is provided on an outer
circumference of a small-diameter portion which is placed
externally on the first holding portion 23, whereby the braided
wire is crimped to the braided wire connecting portion 25b.
By doing so, the braided wire connecting portion 256 con-
nects the braided wire to the floor panel 1 via the floor panel
fixing portion 254 so that the braided wire is grounded. In this
way, the braided wire connecting portion 256 shields the
underfloor conductor wire 4. The floor panel fixing portion
25a and the braided wire connecting portion 255 of the shield-
ing shell 25 should be formed by punching or bending a
metallic sheet material having electric conductivity.
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The seal member 26 is configured as a member (a so-called
packing) which is configured to be closely secured to a cir-
cumferential edge of the opening 11 in the floor panel 1 so as
to seal the opening 11 in a fluid-tight fashion. The seal mem-
ber 26 is formed of an elastic material such as elastomer. The
seal member 26 is provided on a portion of the floor panel
fixing portion 25a which surrounds the first terminal distal
end portions 215, 225 so0 as to cover a circumferential edge of
the portion.

The connector fitting portion 27 is configured as a member
which is passed through the opening 11 in the floor panel 1 to
be fitted to the second terminal portion 30 (second terminal
constituent members 31, 32) of the second connector 3, which
will be described later. To describe this in another way, the
connector fitting portion 27 is configured as a member which
projects from the opening 11 in the floor panel 1 into the
passenger compartment together with the first terminal distal
end portions 215, 2256 (a floor panel penetrating member
shown by acircle indicated by abroken line in FIGS. 2 and 5).
The connector fitting portion 27 has a connector fitting por-
tion constituent member 274 which is fitted to the second
terminal constituent member 31 of the second terminal por-
tion 30, which will be described later, on an outer side of the
second terminal constituent member 31 and a connector fit-
ting portion constituent member 276 which is fitted to the
second terminal constituent member 32 of the second termi-
nal portion 30, which will be described later, on an outer side
of'the second terminal constituent member 32. The connector
fitting portion constituent member 27a is provided to rise
from the first holding portion 23 (the terminal holding portion
23b) so as to project further towards the upper side (the
passenger compartment side) along an inner side of the first
terminal distal end portion 215 of the first terminal constitu-
ent member 21 than the first terminal distal end portion 215.
In other words, the connector fitting portion constituent mem-
ber 274 is configured so that the first terminal distal end
portion 215 extends on an outer side thereof. On the other
hand, the connector fitting portion constituent member 275 is
provided to rise from the first holding portion 23 (the terminal
holding portion 235) so as to project further towards the upper
side (the passenger compartment side) along an inner side of
the first terminal distal end portion 224 of the first terminal
constituent member 22 than the first terminal distal end por-
tion 22b. In other words, the connector fitting portion con-
stituent member 275 is configured so that the first terminal
distal end portion 225 extends on an outer side thereof. The
connector fitting portion constituent members 27a, 27b
should be provided on the first holding portion 23 (the termi-
nal holding portion 2354) to rise therefrom so as to be substan-
tially as tall as each other (a dimension in relation to the
top-to-bottom direction).

These connector fitting portion constituent members 27a,
27b are disposed so as to stand opposite by a distance which
corresponds to a distance defined between outer surfaces of
the second terminal constituent member 31 and the second
terminal constituent member 32, which will be described
later, or, to describe this in another way, a distance defined
between inner surfaces of the first terminal distal end portion
215 and the first terminal distal end portion 22b. In other
words, the connector fitting portion constituent member 27a
is disposed so as to be interposed between the first terminal
distal end portion 215 and the second terminal constituent
member 31, and the connector fitting portion constituent
member 275 is disposed so as to be interposed between the
first terminal distal end portion 225 and the second terminal
constituent member 32.
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Additionally, in the connector fitting portion 27, fitting
grooves 27¢, 27d are formed on inner sides of proximal end
portions of the connector fitting portion constituent members
27a, 276 from which the connector fitting portion constituent
members 27a, 275 rise. The fitting grooves 27¢, 27d have a
groove width which is substantially the same as a thickness of
the second terminal constituent members 31, 32 so as to allow
lower end portions (lower side (road surface side) end por-
tions in the top-to-bottom direction) of the second terminal
constituent members 31, 32 to fit in the corresponding
grooves 27¢, 27d, respectively. Consequently, when the first
connector 2 is positioned on the lower side (the road surface
side) in the top-to-bottom direction of the connector assem-
bling portion 12 so that the connector fitting portion constitu-
ent members 27a, 27b are passed through the opening 11 to
project into the passenger compartment, the lower end por-
tions of the second terminal constituent members 31, 32 of the
second connector 3 which is positioned on the upper side (the
passenger compartment side) can be fitted in the fitting
grooves 27¢, 27d, respectively. In short, the first connector 2
and the second connector 3 can be fitted together (the state
shown in FIGS. 4 and 5). Then, in the state in which the first
connector 2 and the second connector 3 are fitted together as
shown in FIGS. 6 to 7B, the connector fitting portion con-
stituent member 274 is interposed between the first terminal
distal end portion 2156 and the second terminal constituent
member 31 to keep them in a non-contact condition, and the
connector fitting portion constituent member 275 is inter-
posed between the first terminal distal end portion 226 and the
second terminal constituent member 32 to keep then in a
non-contact condition. FIG. 6 is a perspective view, partially
vertically sectioned in relation to the front-to-rear direction,
showing a state resulting after the first connector 2 and the
second connector 3 are fitted together but before a contact
securing plug 6 (which will be described later) is fitted in an
opening portion 35 (which will be described later). FIGS. 7A
and 7B are views showing the state resulting after the first
connector 2 and the second connector 3 are fitted together, of
which FIG. 7A is a vertical sectional view showing the state
resulting before the contact securing plug 6 is fitted in the
opening portion 35 as seen from a direction indicated by an
arrow A6 in FIG. 6, and FIG. 7B is an enlarged view of an
encircled portion in FIG. 7A.

Guide members are provided in the connector fitting por-
tion 27, and these guide members (hereinafter, referred to as
second terminal constituent member pick-up portions) 27e,
27f guide the second terminal constituent members 31, 32
into the fitting grooves 27¢, 274 when the second terminal
constituent members 31, 32 are fitted in the fitting grooves
27¢, 27d. The terminal constituent member pick-up portion
27¢ guides the second terminal constituent member 31 into
the fitting groove 27¢, and the second terminal constituent
pick-up portion 27f guides the second terminal constituent
member 32 into the fitting groove 27d. These second terminal
constituent member pick-up portions 27e, 27f continuously
extend from corresponding inner groove walls of the fitting
grooves 27¢, 27d towards the upper side (the passenger com-
partment side) in the top-to-bottom direction while facing not
only each other but also the connector fitting portion constitu-
ent members 27a, 27b. In this case, these second terminal
constituent member pick-up portions 27¢, 27f are tapered so
as to be inclined inwards as they extend towards their extend-
ing ends in such a way as to narrow a distance between
tapered surfaces of the facing second terminal constituent
member pick-up portions 27¢, 27f. By adopting this configu-
ration, when the first connector 2 and the second connector 3
are fitted together, the lower end portions of the second ter-
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minal constituent members 31, 32 come into abutment with
tapered portion of the second terminal constituent member
pick-up portions 27¢, 27f, whereby the second terminal con-
stituent members 31, 32 can be guided (caused to slid) along
the tapered portions, thereby making it possible for the lower
ends of the second terminal constituent members 31, 32 to fit
in the corresponding fitting grooves 27¢, 274 smoothly.

Further, in the connector fitting portion 27, resting seat
portions 27g, 27/ are provided on outer sides of the proximal
end portions of the connector fitting portion constituent mem-
bers 27a, 275 from which the connector fitting portion con-
stituent members 274, 275 rise, so that the contact securing
plug 6 (specifically an outer wall portion 66 of a holder
portion 64), which will be described later, is brought into
abutment with the resting seat portions 27g, 27/ to be sup-
ported thereon. When the contact securing plug 6 is installed
in the opening portion 35 of the second connector 3, which
will be described later, the outer wall portion 66 of the holder
portion 64 is brought into abutment with the resting seat
portions 27g, 27k, whereby the posture of the contact secur-
ing plug 6 relative to the opening portion 35 is appropriately
supported.

Next, the second connector 3 will be described. The second
connector 3 is provided on the upper side (the passenger
compartment side) of the floor panel in relation to the top-to-
bottom direction. Specifically, the second terminal 3 is pro-
vided on the connector assembling portion 12 so as to be
positioned directly above the opening 11 in the floor panel 1.
In this embodiment, the second connector 3 is configured as
one member that the power supply unit (not shown) mounted
in the passenger compartment includes or as one member that
the electrical joint box of the power supply unit includes. The
second connector 3 is provided at a distal end side (an end
portion) of a conductor wire (hereinafter, referred to as an
in-passenger compartment conductor wire) 5 which is con-
nected to the power supply unit or the electrical joint box at a
proximal end side. This allows the second connector 3 to be
connected to the power supply unit or the electrical joint box
via the in-passenger compartment conductor wire 5. In this
case, the in-passenger compartment conductor wire 5
includes two conductor wires 51, 52 (however, the number of
conductor wires is not a matter of interest). For example, the
individual conductor wires 51, 52 can be configured as a
high-tension electric wire which is made up of a conductor
covered by an insulator. A twisted wire formed by twisting
strands together can be applied to the conductor.

In this embodiment, the second connector 3 includes a
second terminal portion 30 and a second connector housing
33.

The second terminal portion 30 includes the two second
terminal constituent members 31, 32 which are paired with
each other so that the second terminal constituent members
31, 32 correspond to the first terminal constituent members
21, 22 of first terminal portion 20, respectively. The number
of first terminal constituent members that the first terminal 20
has and the number of second terminal constituent members
that the second terminal portion 30 has are not limited to any
specific number, as long as the numbers are the same. The
second terminal constituent members 31, 32 are fixed to con-
ductors of the two conductor wires 51, 52 from which the
insulators are stripped off at end portions 51a, 52a thereof. In
this embodiment, as shown in FIG. 3B, crimp portions 31a,
32a are provided on the second terminal constituent members
31, 32, respectively. The crimp portions 31a, 32a are fitted on
the conductors from which the insulators are stripped off and
are then crimped thereonto, whereby the second terminal
constituent members 31, 32 are crimped onto the conductor
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wires 51, 52, respectively, for electrical connection. The sec-
ond terminal constituent members 31, 32 are disposed to
stand opposite by a distance which is shorter than the distance
by which the first terminal constituent members 21, 22 are
disposed to stand opposite. Specifically, the second terminal
constituent members 31, 32 are disposed to stand opposite so
that a distance defined between external surfaces of the sec-
ond terminal constituent members 31, 32 standing opposite
becomes substantially the same as a distance defined between
inner surfaces of the connector fitting portion constituent
members 27a, 27b which face each other.

The second terminal constituent member 31 is crimped to
be connected to the conductor wire 51 at the crimp portion
31a and is bent from the crimp portion 31a towards the upper
side (the passenger compartment side) in the top-to-bottom
direction to extend into a flat plate-like shape along the first
terminal distal end portion 215 of the first terminal constitu-
ent member 21. The second terminal constituent member 31
is configured so that the extending portion (the flat plate
portion) is positioned to face the first terminal distal end
portion 215 in such a state that the second connector 3 is fitted
on the first connector 2 (that is, in such a state that the lower
end portion of the second terminal constituent member 31 fits
in the fitting groove 27¢ of the connector fitting portion con-
stituent member 27q). In contrast with this, the other second
terminal constituent member 32 is crimped to be connected to
the conductor wire 52 at the crimp portion 32a and is bent
from the crimp portion 32a towards the upper side (the pas-
senger compartment side) in the top-to-bottom direction to
extend into a flat plate-like shape along the first terminal distal
end portion 2254 of the first terminal constituent member 22.
The other second terminal constituent member 32 is config-
ured so that the extending portion (the flat plate portion) is
positioned to face the first terminal distal end portion 225 in
such a state that the second connector 3 is fitted on the first
connector 2 (that is, in such a state that the lower end portion
of'the second terminal constituent member 32 fits in the fitting
groove 27d of the connector fitting portion constituent mem-
ber 275).

In this embodiment, the second terminal constituent mem-
bers 31, 32 are configured as a bus module. For example, the
second terminal constituent members 31, 32 can be made by
routing a bus bar which is made by punching or bending a
metallic sheet material having electric conductivity on an
insulated substrate. In order to absorb a fitting error between
the first connector 2 and the second connector 3, that is, a
fitting error between the lower end portions of the second
terminal constituent members 31, 32 and the fitting grooves
27¢, 27d, these second terminal constituent members 31, 32
are held in a holding portion 34 of the second connector
housing 33 with a play (a looseness in a direction indicated by
arrows A32 in FIG. 3B) which enables the second terminal
constituent members 31, 32 to move to change their positions
slightly in relation to the front-to-rear direction (correspond-
ing to the top-to-bottom direction (the direction indicated by
the arrow A11) in FIG. 3B) (refer to FIG. 3B).

The second connector housing 33 is formed of an insula-
tion material (for example, a resin material such as polyeth-
ylene, vinyl chloride, silicon or the like) and is provided to
rise towards the upper side (the passenger compartment side)
in the top-to-bottom direction from the connector assembling
portion 12 of the floor panel 1, specifically from a circumfer-
ential edge of the opening 11 and the vicinity thereof so as to
cover an outer side of the second terminal portion 30 (the
second terminal constituent members 31, 32). In this case, the
second housing 33 has a second connector housing constitu-
ent member 33a which cover the second terminal constituent
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member 31 and a second connector housing constituent mem-
ber 335 which covers the second terminal constituent member
32. The second connector housing constituent member 33a is
provided to rise from the connector assembling portion 12
towards the upper sides in the top-to-bottom direction so as to
cover the outer side of the second terminal constituent mem-
ber 31. On the other hand, the second connector housing
constituent member 335 is provided to rise from the connec-
tor assembling portion 12 towards the upper sides in the
top-to-bottom direction so as to cover the outer side of the
second terminal constituent member 32. Namely, the second
connector housing constituent members 33a, 336 are config-
ured so that the second terminal constituent members 31, 32
of the second terminal portion 30 extend therein.

The second connector housing 33 includes the holding
portion 34 which positions and holds the second terminal
portion 30 (the second terminal constituent members 31, 32)
relative to the connector assembling portion 12 of the floor
panel 1 (to describe this in another way, the opening 11). The
holding portion 34 has a holding portion constituent member
34a which positions and holds the second terminal constitu-
ent member 31 relative to the connector assembling portion
12 and a holding portion constituent member 345 which
positions and holds the second terminal constituent member
32 relative to the connector assembling portion 12. The hold-
ing portion constituent member 34a positions and holds the
second terminal constituent member 31 so that the second
terminal constituent member 31 faces the first terminal distal
end portion 215 of the first terminal constituent member 21
across the connector fitting portion constituent member 27a.
The holding portion constituent member 345 positions and
holds the second terminal constituent member 32 so that the
second terminal constituent member 32 faces the first termi-
nal distal end portion 2256 of the first terminal constituent
member 22 across the connector fitting portion constituent
member 27a. To describe this in another way, these holding
portion constituent members 34a, 345 hold the second termi-
nal constituent member 31 and the second terminal constitu-
ent member 32 so that they stand opposite by a distance which
is shorter than a distance by which the first terminal distal end
portion 215 and the first terminal distal end portion 225 stand
opposite. Specifically, the holding portion constituent mem-
bers 34a, 345 hold the second terminal constituent member
31 and the second terminal constituent member 32 so that
they stand opposite by a distance which is substantially the
same as a distance by which inner surfaces of the connector
fitting portion constituent members 27a, 275 stand opposite.
By adopting this configuration, the connector fitting portion
constituent member 27a can be interposed between the sec-
ond terminal constituent member 31 and the first terminal
distal end portion 215, and the connector fitting portion con-
stituent member 275 can be interposed between the second
terminal constituent member 32 and the first terminal distal
end portion 226. Namely, the second terminal constituent
members 31, 32 can face (be kept untouched by) the first
terminal distal end portions 215, 225, respectively, across the
connector fitting portion constituent members 27a, 276 in
such a state that the lower end portions of the second terminal
constituent members 31, 32 fit in the engagement grooves
27¢, 27d, respectively.

As shown in FIG. 3B, the holding portion constituent mem-
bers 34a, 345 hold the second terminal constituent members
31, 32 at both ends in the left-to-right direction in such a way
as to hold them therebetween from the front-to-rear direction.
As this occurs, a distance by which the second terminal con-
stituent members 31, 32 are held to stand opposite in the
front-to-rear direction by the holding portion constituent
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members 34a, 34b is set to a distance corresponding to a sum
of the thickness of the second terminal constituent members
31, 32 and a slight extra allowance (play). This enables the
second terminal constituent members 31, 32 to change their
positions in relation to the front-to-rear direction within a
range of the play (to be loosened in the direction indicated by
the arrows A32 in FIG. 3B) while the second terminal con-
stituent members 31, 32 are being held by the holding mem-
ber constituent members 34a, 34b. As a result of this, fitting
errors between the second terminal constituent members 31,
32 and the fitting grooves 27¢, 27d (for example, positional
deviations of the connector fitting portion constituent mem-
bers 27a, 27b of the connector fitting portion 27) can be
absorbed by the plays (loosenesses) of the second terminal
constituent members 31, 32. Namely, the first connector 2 and
the second connector 3 can be fitted together smoothly.

Additionally, the second connector housing 33 has the
opening portion 35 from which the first terminal portion 20
and the second terminal portion 30 are exposed to an exterior
thereof'in such a state that the first connector 2 and the second
connector 3 are fitted together, that is, the opening portion 35
from which the first terminal portion 20 and the second ter-
minal portion 30 are looked in at. As shown in FIGS. 8 to 9B,
the contact member (hereinafter, referred to as the contact
securing plug) 6 is detachably installed in the opening portion
35 in such a way as to be brought into contact with the first
terminal portion 20 and the second terminal portion 30 for
establishing an electrical connection between the first termi-
nal portion 20 and the second terminal portion 30. FIG. 8 is a
perspective view, partially vertically sectioned along the
front-to-rear direction, showing a state resulting after the
contact securing plug 6 is fitted in the opening portion 35.
FIGS. 9A and 9B are views showing the state resulting after
the contact securing plug 6 is fitted in the opening portion 35,
of which FIG. 9A is a vertical sectional view as seen from a
direction indicated by an arrow A8 in FIG. 8, and FIG. 9B is
an enlarged view of an encircled portion in FIG. 9A.

The contact securing plug 6 includes terminal contact por-
tions 60 which are brought into contact with the first terminal
portion 20 and the second terminal portion 30 to provide an
electrical conducting state between the two terminal portions
and the holder portion 64 which holds the terminal contact
portions 60. The terminal contact portions 60 each include a
first flexible arm portion 61 which is brought into contact with
the first terminal portion 20 and a second flexible arm portion
62 which is brought into contact with the second terminal
portion 30. When an electrical conducting state is provided
between the first terminal portion 20 and the second terminal
portion 30, the terminal contact portions 60 hold the first
terminal portion 20 and the second terminal portion 30 by the
first flexible arm portions 61 and the second flexible arm
portions 62 therebetween which are elastically deflected to be
deformed so that the first terminal portion 20 and the second
terminal portion 30 are electrically connected together. With
the contact securing plug 6 installed in the opening portion
35, the opening portion 35 is sealed off by the contact secur-
ing plug 6. Consequently, the contact securing plug 6 also has
a function to electrically isolate the first terminal portion 20
and the second terminal portion 30 which stand opposite in
such a state that the first connector 2 and the second connector
3 are fitted together from the exterior.

The terminal contact portion 60 is formed by curving a
metallic sheet material having electric conductivity through
punching or bending the metallic sheet material, and two
opposite portions extend in the same direction from a curved
portion (hereinafter, referred to as a connecting portion 63).
One of the two opposite portion is referred to as the first
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flexible arm portion 61 (61a, 615 in the figure), and the other
is referred to as the second flexible arm portion 62 (62a, 625
in the figure). The first flexible arm portion 61 and the second
flexible arm portion 62 are made into a bent construction (a
so-called spring construction) in which the first flexible arm
portion 61 and the second flexible arm portion 62 extend from
the connecting portion 63 (63a, 635 in the figure) while being
inclined so as to gradually move toward each other and then
extend while being inclined so as to gradually move away
from each other until extending ends thereof. Namely, the first
flexible arm portion 61 and the second flexible arm portion 62
can be elastically deflected to be deformed in the direction in
which they move away from each other and can also be
elastically deflected to be deformed in a direction in which
they move toward each other. A distance by which the first
flexible arm portion 61 and the second flexible arm portion 62
stand opposite is set to be smaller than a distance by which the
first terminal portion 20 and the second terminal portion 30
stand opposite, that is, a distance defined between outer sur-
faces of the first terminal distal end portions 215, 215 of the
first terminal constituent members 21, 22 and inner surfaces
of the second terminal constituent members 31, 32.

In this embodiment, the contact securing plug 6 includes
the two terminal contact portions 60 (60a, 605) which are
held together by the single holder portion 64. In this case, the
terminal contact portion 60a has the first flexible arm portion
61a which is brought into contact with the first terminal distal
end portion 215 of the first terminal constituent member 21
and the second flexible arm portion 62a which is brought into
contact with the second terminal constituent member 31, and
these two flexible arm portions are connected to each other by
the connecting portion 63a. In contrast with this, the other
terminal contact portion 605 has the first flexible arm portion
615 which is brought into contact with the first terminal distal
end portion 225 of the first terminal constituent member 22
and the second flexible arm portion 625 which is brought into
contact with the second terminal constituent member 32, and
these two flexible arm portions are connected to each other by
the connecting portion 634.

The holder portion 64 is a member which holds the first
flexible arm portion 61 and the second flexible arm portion 62
so that the first and second flexible arm portions can electri-
cally be isolated from the exterior by covering an outer edge
of the terminal contact portion 60 from the side of the con-
necting portion 63. Because of this, the holder portion 64 is
formed of an insulation material (for example, a resin mate-
rial such as polyethylene, vinyl chloride, silicon or the like).
In the holder portion 64, the two terminal contact portions
60a, 604 are disposed to be aligned side by side in the front-
to-rear direction, and these terminal contact portions 60a, 605
are spaced apart from each other in a non-contact condition.
According to this configuration, in the holder portion 64, the
two terminal contact portions 60a, 605 are disposed side by
side while being electrically isolated from each other. As this
occurs, the two terminal contact portions 60a, 605 are dis-
posed side by side so that the second flexible arm portions
62a, 62b are positioned inwards and the first flexible arm
portions 61a, 615 are positioned outwards.

The holder portion 64 has a top portion 65 which holds the
connecting portions 63a, 635 and covers upper portions of the
connecting portions 63a, 635, outer wall portions 66 which
cover outer sides of the first flexible arm portions 61a, 615
and a partitioning portion 67 which is interposed between the
second flexible arm portions 624, 625. As this occurs, the top
portion 65 extends so as to cover the upper portions of the
connecting portions 63a, 635. The outer wall portions 66
continue to both end portions of the top portion 65 in the
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front-to-rear direction, are bent substantially perpendicularly
downwards in the top-to-bottom direction from the portions
where the outer wall portions 66 continue to the end portions
and extend in pairs so as to cover the outer sides of the first
flexible arm portions 61a, 615. The partitioning portion 67
continues substantially to a middle portion of the top portion
65 in the front-to-rear direction, is bent substantially perpen-
dicularly downwards in the top-to-bottom direction from the
middle portion, and extends so as to isolate the second flexible
arm portions 62a, 626 from each other. As this occurs, the
outer wall portions 66 which are paired with each other are
disposed so as to stand opposite by a distance which is shorter
than a distance by which the second connector housing con-
stituent members 33a, 335 stand opposite. Specifically, the
pair of outer wall portions 66 are disposed so as to stand
opposite so that a distance defined between outer surfaces of
the outer wall portions 66 is set to be shorter than a distance
defined between inner surfaces of the second connector hous-
ing constituent members 33a, 335 which stand opposite.

Additionally, the holder portion 64 has an opening portion
(hereinafter, referred to as an installation opening) 68 which
allows an opposite side to the top portion 65 in relation to the
top-to-bottom direction, in other words, extending end sides
of'the outer wall portions 66 and the partitioning portion 67 to
open to the exterior. Namely, the contact securing plug 6 is
configured so that the first flexible arm portion 61 and the
second flexible arm portion 62 of the terminal contact por-
tions 60 (specifically speaking, extending ends of these arm
portions) are exposed to the exterior from the installation
opening 68. This enables the contact securing plug 6 to be
installed in the opening portion 35 from the side of the instal-
lation opening 68.

Here, an example of a procedure of installing the contact
securing plug 6 in the opening portion 35 will be described. In
the case of the contact securing plug 6 being installed in the
opening portion 35, the first connector 2 and the second
connector 3 are assembled to the opening 11 in the floor panel
1 from both the sides thereof and are fitted together. As this
occurs, firstly, the contact securing plug 6 is positioned on an
upper side of the second connector 3 (above the second con-
nector 3 in the top-to-bottom direction) so that the installation
opening 68 is positioned square to the opening portion 35 (a
state shown in FIG. 7A).

A predetermined force (hereinafter, referred to as a pres-
sure) is exerted towards the lower side (downwards in the
top-to-bottom direction) on the contact securing plug 6 while
the connector fitting portion constituent members 274, 275 of
the connector fitting portion 27 are led to be interposed
between the first flexible arm portions 61 and the second
flexible arm portions 62. The pressure continues to be exerted
on the contact securing plug 6 in that state, and the first
flexible arm portions 61 are brought into abutment with the
first terminal portion 20, while the second flexible arm por-
tions 62 are brought into abutment with the second terminal
portion 30. When the pressure is exerted on the contact secur-
ing plug 6 in this state, the first flexible arm portions 61 and
the second flexible arm portions 62 slide along the first ter-
minal portion 20 and the second terminal portion 30 while the
first flexible arm portions 61 and the second flexible arm
portions 62 are being elastically deflected to be deformed in
directions in which the first flexible arm portions 61 and the
second flexible arm portions 62 move away from each other.
Then, the pressure is kept exerted on the contact securing plug
6 until the outer wall portions 66 of the holder portion 64 are
brought into abutment with the corresponding resting seat
portions 27g, 27k of the connector fitting portion 27, and the
contact securing plug 6 is then forced into the opening portion
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35. When the pressure exerted on the contact securing plug 6
is released after the contact securing plug 6 has been forced
into the opening portion 35, the first flexible arm portions 61
and the second flexible arm portions 62 are elastically
deflected to be deformed in restoring directions in which the
first flexible arm portions 61 and the second flexible arm
portions 62 move towards each other to thereby hold the first
terminal portion 20 and the second terminal portion 30 ther-
ebetween with their elastic forces. In this state, the first flex-
ible arm portions 61 can be brought into contact with the first
terminal portion 20, and the second flexible arm portions 62
can be brought into contact with the second terminal portion
30. As a result of this, an electrical connection can be pro-
vided between the first terminal portion 20 and the second
terminal portion 30 via the terminal contact portions 60.
Namely, the electric motor and the power supply unit are
connected together via the first connector 2 and the second
connector 3, thereby making it possible to provide an electri-
cal conducting state between the electric motor and the power
supply unit.

Then, the contact securing plug 6 can be pulled out of the
opening portion 35 by exerting a predetermined force (pulling
force) towards the upper side (upwards in the top-to-bottom
direction) on the contact securing plug 6. In this way, the first
flexible arm portions 61 which are in contact with the first
terminal portion 20 and the second flexible arm portions 62
which are in contact with the second terminal portion 30 can
be removed therefrom, whereby the electrical conducting
state present between the first terminal portion 20 and the
second terminal portion 30 can be shut off.

In this way, when the contact securing plug 6 is installed in
the opening portion 35, allowing the terminal contact portions
60 to be brought into contact with the first terminal portion 20
and the second terminal portion 30, the electrical conducting
state can be provided between the first terminal portion 20 and
the second terminal portion 30. On the other hand, when the
contact securing plug 6 is pulled out of (removed from) the
opening portion 35, the electrical conducting state provided
between the first terminal portion 20 and the second terminal
portion 30 which are in contact with each other via the termi-
nal contact portions 60 can be shut off. Namely, the contact
securing plug 6 can function as a so-called service plug (a
circuit opening/closing device) which switches arbitrarily the
electric circuit between the electric motor and the power
supply unit between the electric conducting state and the shut
off state.

Thus, according to the connector structure of the invention,
the electric motor can easily be connected to the power supply
unit by fitting the first connector 2 and the second connector
3 together and causing the contact securing plug 6 to be
installed in the opening portion 35. This can realize an
improvement in efficiency of the electrical connecting work
of connecting the electric motor and the power supply unit
together by using the electric wire which is passed through the
opening 11 in the floor panel 1.

The electric conducting state provided between the first
terminal portion 20 and the second terminal portion 30 can be
shut off by pulling (removing) the contact securing plug 6 out
of (from) the opening portion 35. This enables the electric
circuit between the electric motor and the power supply unit
to be shut off easily in providing a mechanical inspection or
maintenance of a vehicle or performing rescue work,
whereby the safety of a working person can be ensured. In this
way, since the contact securing plug 6 can be made to function
as the so-called service plug (the circuit opening/closing
device), no service plug is necessary to be provided separately
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in the electrical joint box or the power supply unit. Conse-

quently, it is possible to realize a reduction in the number of

parts involved.

Here, the characteristics of the embodiment of the connec-
tor structure according to the invention will be summarized
briefly under [1] to [2] below.

[1] The connector structure in which the pair of connectors (2,
3) are assembled to the opening (11) which penetrates the
floor panel (1) in the passenger compartment from both the
sides of the floor panel and the terminal portions (20, 30)
which are provided individually in the connectors which
are fitted together are electrically connected, including:
the first connector (2) including the first terminal portion

(20) which is led through the opening in the floor panel to

project into the passenger compartment;

the second connector (3) including the second terminal
portion (30) which is positioned opposite to the first terminal
portion with the second connector fitted to the first connector
across the floor panel and the opening portion (35) through
which the first terminal portion and the second terminal por-
tion are exposed to the exterior; and

the contact member (the contact securing plug 6) which is
detachably installed in the opening portion to be brought into
contact with the first terminal portion and the second terminal
portion for establishing an electric connection between the
first terminal portion and the second terminal portion.

[2] The contact member includes the first flexible arm portion
(61) which is brought into contact with the first terminal
portion and the second flexible arm portion (62) which is
brought into contact with the second terminal portion, and
when elastically deflected to be deformed, the first flexible
arm portion and the second flexible arm portion hold the
first terminal portion and the second terminal portion ther-
ebetween.

While the invention has been described in detail and by
reference to the embodiment, it is obvious to those skilled in
the art to which the invention pertains that various modifica-
tions can be made thereto without departing from the spirit
and scope of the invention.

This application is based on the Japanese Patent Applica-
tion (No. 2012-246797) filed on Nov. 8, 2012, the contents of
which are incorporated herein by reference.

INDUSTRIAL APPLICABILITY

According to the connector structure of the invention, it is
possible to realize an improvement in efficiency and safety of
electrical connection work for pieces of electrical equipment
via a through hole opened in a floor panel, while realizing a
reduction in the number of parts involved. The invention
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which can provide this advantage is useful for the connector
structure which connects pieces of electrical equipment
mounted in a vehicle such as a motor vehicle and is particu-
larly useful in the field of connector structures which are used
to electrically connect an electric motor and a power supply
unit together via a through hole opened in a floor panel.

DESCRIPTION OF REFERENCE NUMERALS

1 floor panel

2 first connector

3 second connector

6 contact member (contact securing plug)
11 opening

20 first terminal portion

30 second terminal portion

35 opening portion

The invention claimed is:

1. A connector structure in which a pair of connectors are
assembled to an opening which penetrates a floor panel in a
passenger compartment from both sides of the floor panel,
and terminal portions which are provided individually in the
connectors which are fitted together are electrically con-
nected, the connector structure comprising:

a first connector including a first terminal portion which is
led through the opening in the floor panel to project into
the passenger compartment;

a second connector including a second terminal portion
which is positioned opposite to the first terminal portion
in a state that the second connector is fitted to the first
connector across the floor panel, and an opening portion
through which the first terminal portion and the second
terminal portion are exposed to an exterior; and

a contact member which is detachably installed in the
opening portion to be brought into contact with the first
terminal portion and the second terminal portion for
establishing an electric connection between the first ter-
minal portion and the second terminal portion.

2. The connector structure according to claim 1, wherein

the contact member includes a first flexible arm portion
which is brought into contact with the first terminal
portion, and a second flexible arm portion which is
brought into contact with the second terminal portion,
and

the first flexible arm portion and the second flexible arm
portion, which are elastically deflected to be deformed,
hold the first terminal portion and the second terminal
portion therebetween.

#* #* #* #* #*



